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1. DIMENSION (UNIT:m/m)

CUSTOMER :

24.0
MAX

12.0 MAX

10.0 MIN

1.5 MAX

(NON-SOLDERING AREA)

13.0±0.5
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3. WINDING SPECIFICATION

WINDING
ORDER SYMBOL TERMINAL

NO. W I R E TURNS WINDING METHOD REMARKS

W1 S - F 2 UEW Ø1.0 44 ± 3Ts

2. SCHEMATIC DIAGRAM

WINDING BOTTOM VIEW

N.C PIN

REMOVE PIN

S F

4. ELECTRICAL CHARACTERISTIC

NO. CLOSURE TERMINAL
ELECTRICAL

CHARACTERISTICS
TOLERANCE TEST CONDITION

1 INDUCTANCE S - F 100 uH MIN
Z9216 LCR METER

at 1KHz, 50mVrms
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5. MATERIAL  LIST

REMARKS

 E109312(N)
 E 210918

NO COMPONENT NAME OF MATERIAL MANUFACTURER OF MATERIAL

1   CORE
  C21-A6 (IRON)
  CK26-136 (IRON)

  CORE ELECTRONICS CO.,LTD.
  CHOONG KWANG INDUSTRY CO.

2
  CORE
  COATING

  EPOXY
  MC-306 (YELLOW)

  MISUNG CHEMICAL CO.,LTD.

3   WIRE
  POLYURETHANE
  UEW  1.0Φ

  TAIHAN ELECTRIC WIRE CO.,LTD.
  CNI CABLE CO.,LTD.
  NAMHEA ELECTRONICS CO.,LTD.

4   FLUX   HDF 102   HANDOK FLUX

5   SOLDER   SN99.5%,CU0.5%  DONGBU NANNONG CHEMICAL CO.,LT
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6. UL LIST

TAIHAN ELECTRIC WIRE CO., LTD. E 109312 (N)

194-15 1-KA HOEHYUN-DONG CHUNG-KU CPO

BOX 2624, SEOUL KOREA

ISNAepyt  taoCltM     
     Dsg BC Overcoat Type T1
 Magnet wire.
EI-AIW Ester-imide Polyamide- MW35.73

imide imide
AL EI-AIW Ester-imide Polyamide- MW35

imide
EIW Ester-imide  - MW30.72
EIW-N Ester-imide Polyamide MW76
AIW Polyamide-imide  -  -
PEW-N Polyester Polyamide MW76
SEIW Solderable - MW77

Polyester-imide
UEW Polyurethane  - MW75
UEW-N Polyurethane Polyamide MW80
Reports : April 2, 1987; April 2, 1987; April 2, 1987; April 2, 1987: April 2, 1987; April 2,
   1987' April 2, 1987; April 2, 1987; April 2, 1987.

200

240

180
180
220
180
180

130
155
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CNI CABLE CO.,LTD E210918
312-16, DEUKSAN-DONG,
ASAN-SI, GYEONGGI-DO, 336-120, REPUBLIC OF KOREA

 DSUEW-100 ⑴   Polyurethane  -  MW75C  130#
 UEW ⑴  Polyurethane  None  MW79

 MW75  130#
 PEW ⑴  Polyester  None  MW30

 MW5  155#

(1) Marked deslgnations are the same as the material designations.

# - This wire may perform better than its temperature rating reflects.  Hence, It may not be sultable to use in an insulation
systern thermal aging program.

Mti
Dsg

Mark
Dsg

Coat Type ANSI
TypeBC OC

Temp
Class

 155

 180
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