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1. DIMENSION (UNIT : mm)

SSSS

FFFF

2. CONNECTION

3. PCB-LAND PATTERN

2.1 3.53.5

8.0

5.3 MAX

1.57.8

7.0

TOLERANCE ±0.2

2.8

* MARKING SPEC.

EX) 33uH : 330
MARKING
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PPPP////NNNNOOOO.... IIIINNNNDDDDUUUUCCCCTTTTAAAANNNNCCCCEEEE
[[[[uuuuHHHH±±±±11110000%%%%]]]]

DDDDCCCC RRRREEEESSSSIIIISSSSTTTTAAAANNNNCCCCEEEE
[[[[ΩΩΩΩ MMMMAAAAXXXX]]]]

RRRRAAAATTTTEEEEDDDD CCCCUUUURRRRRRRREEEENNNNTTTT
[[[[AAAA MMMMAAAAXXXX]]]] MMMMAAAARRRRKKKKIIIINNNNGGGG

HTOP7850-1R0K 1111....0000 0000....000011110000 7777....00000000 1111RRRR0000
1R5K 1111....5555 0000....000022220000 5555....00000000 1111RRRR5555
2R2K 2222....2222 0000....000033330000 4444....11110000 2222RRRR2222
3R3K 3333....3333 0000....000044440000 3333....66660000 3333RRRR3333
4R7K 4444....7777 0000....000044448888 3333....00000000 4444RRRR7777
5R6K 5555....6666 0000....000055555555 2222....88885555 5555RRRR6666
6R8K 6666....8888 0000....000066660000 2222....77778888 6666RRRR8888
8R2K 8888....2222 0000....000066665555 2222....55553333 8888RRRR2222
100K 11110000 0000....000077770000 2222....33330000 111100000000
150K 11115555 0000....000099990000 1111....88880000 111155550000
180K 11118888 0000....111100000000 1111....66660000 111188880000
220K 22222222 0000....111111110000 1111....55550000 222222220000
330K 33333333 0000....111133330000 1111....22220000 333333330000
390K 33339999 0000....111166660000 1111....11110000 333399990000
470K 44447777 0000....111188880000 1111....11110000 444477770000
560K 55556666 0000....222244440000 0000....99994444 555566660000
680K 66668888 0000....222288880000 0000....88885555 666688880000
820K 88882222 0000....333377770000 0000....77778888 888822220000
101K 111100001111 0000....444433330000 0000....77772222 111100001111
151K 111155551111 0000....666644440000 0000....55558888 111155551111
181K 111188881111 0000....777711110000 0000....55551111 111188881111
221K 222222221111 0000....999966660000 0000....44449999 222222221111
331K 333333331111 1111....222266660000 0000....44440000 333333331111
391K 333399991111 1111....777777770000 0000....33336666 333399991111
471K 444477771111 1111....999966660000 0000....33334444 444477771111
561K 555566661111 2222....444455550000 0000....33330000 555566661111
681K 666688881111 2222....666688880000 0000....22225555 666688881111
821K 888822221111 2222....888811110000 0000....22223333 888822221111
102K 111100002222 3333....222200000000 0000....22220000 111100002222
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5. INTERNAL CONSTRUCTION & MATERIAL LIST

NO. PART NAME MATERIAL

1 CORE PASTE, FERRITE

2 WIRE UEW

①
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6. RELIABILITY DATA
NO ITEM SPECIFICATION TEST METHOD & CONDITION

1 Operating temperature range -25 to +85 ℃℃℃℃ Including temperature rise due to
self-generated heat.

2 Storage temperature range -40 to +85 ℃℃℃℃

3 Insulation resistance 100M ΩΩΩΩmin. 100VDC for 1min. between coil & core.

4 High Temperature

Inductance change :
within ±10%

85℃℃℃℃ 96 Hours.

5 Low Temperature -25℃℃℃℃ 96 Hours.

6 Humidity 40±2℃℃℃℃ 90∼∼∼∼95% 500 Hours.

7 Thermal shock
-25±3℃℃℃℃ 30 Minutes
Room Temp. Within 5 Minutes
85±2℃℃℃℃ 30 Minutes : 5 cycle

8 Vibration Inductance change :
within ±5%

vibration for 2hours in each of three
orientations at sweep vibration
10 to 55 to 10Hz with 1.5mm P-P
amplitude .

9 Solderability Wetting shall cover less
then 75% of each terminal

Solder temperature : 260 ±5 ℃℃℃℃
Duration : 3 ±2sec.

10 Resistance to soldering heat
No mechanical defect and
Inductance change :
within ±5%

Soler temperature : 260 ±5 ℃℃℃℃
Duration : 10 ±2sec.

11 Terminal strength 0.5kg for 10 ±1 seconds.
Terminal should not peel off

After soldering between copper plate and
terminals of x,y with standing at below
conditions

12 Reflow condition No mechanical defect and
No Inductance defect

※ Measure after leave 2hours in standard condition(No 4∼8).
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7. PACKING SPEC.

2222±±±±0000....5555

ΦΦΦΦ11113333±±±±0000....2222
ΦΦΦΦ22221111±±±±0000....8888

4444±±±±0000....1111 ΦΦΦΦ1111....55555555±±±±0000....5555

11116666±±±±0000....3333

11112222

LABEL

1111....77775555

11116666

1111....77775555

11113333....3333




