Highly Conductive Grease

Product Code: HCG

PRODUCT DESCRIPTION

Highly Conductive Grease is a copper-filled, water resistant, non-
melting grease which is ideal for application where low electrical
resistivity is required. It is fully inhibited against corrosion and can be
used at high temperatures.

PRODUCT USE

All applications where maximum adhesion is required at high
temperatures (e.g. electrical cable connections) - where an adhesive
conductive grease is required with added properties of high
temperature resistance and thermal conductivity.

FEATURES

* Low electrical resistivity

* High thermal conductivity

*

Compatible with plastics

*

Capable of sustaining operation at high temperatures (+1000°C)
* Resistant to water

* Non-melting and adhesive

*

Excellent adhesion characteristics

TYPICAL PROPERTIES

Base Non-melting Grease
Filler Copper Flake
Consistency NLGI No 2

Thermal Conductivity 0.5 W/mK

I ¢

ELECTROLUBE, A division of H K Wentworth, Kingsbury Park, Midland Road, Swadlincote, Derbyshire, DE11 0AN
Tel: +44(0) 1283-222111 Fax: +44(0) 1283-550177 www.electrolube.com
ISO 9002 Registered Firm. Certificate No. FM 32082




Highly Conductive Grease — Page 2

PACKAGING ORDER CODE
50ml tube HCG50T
1 Kg Bulk HCGO01K
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