CHWOG640-N 2.5mm Pitch

Crimp Terminal Housing Wire to Board

FEATURES AND SPECIFICATION

Electrical

Voltage Rating - 250WAC max

Current Rating : 34 max

Zontact Resistance : 30mil max

Insulation Resistance @ 1,000 0 min

Dietectric Withstanding Voltage © 1, 000VAC for 60 seconds

Physical
Housingl : Mylonga, ULS4V Grade
Operating Temperature | -40C ~+105C

Reference Information
hates With © LWOG40-M LADE40-MN Serigs

Facking : Bag
Dasigned In : Millimeters /

DIMENSIONS (FOR REFERENCE ONLY)
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ORDERING INFORMATION AND DIMENSIONS |

CKT MODEL NO. A B CKT MODEL NO, A 8
E CHWOR]-02 2o 0.3 k] CHwWOGAR-09 20.0 AR
3 CHWOE40-03 5.0 B.0O | 10 CHWOE40-10 22.5 255
4 CHWOG40-04 i 1045 1 CHWOG40-11 20,0 28.0

e E CHWOB40-05 10.0 13.0 12 | CHWOg40-12 275 a5
6 CHWOB40-06 12,5 15.5 13 CHWOB40-13 30.0 33.0
T CHWOB40-07 15:5 18.0 : 14 CHwWOG40—-14 J2.5 g5.5

8 CHWOGA-08 7.5 20.5 15 CHWOS40-15 a5.0 38,0
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