Electrical Characteristics (UL 248-14)

Testing Current

100%
135%
200%

Ordering Information

Part Number Ampare

Type  Voltage Ampare Rating
MNE1/NG2 1/2 00100 100mA
MNE1/NE2 12 00125 125mA
NB1/NE2 12 00150 150mA
ME1/NG2 12 00200 200mA
MNG1/NG2 12 00250  250mA
MNE1/NE2 12 00300 300mA
ME1/NG2 1/2 00350  350mA
NE1/N62  1/2 00400 400mA
ME1/NE2 12 00500 S00mA
NB1/NB2 12 00600 600mA
MNE1/NE2 1/2 00630 630mA
MNE1/NG2 12 00750  750mA
MNE1/NG2 1/2 00800 800mA
MNB1/NE2 12 01000 1A
N&1/N62 172 01250 1.25A
MNE1/NE2 12 01500 1.5A
MNE1/NG2 12 01600 1.6A
MNE1/NE2 12 02000 27
MNE1/NG2 12 02500 2.5A
NE1/NB2 1/2 03000 3A
MNE1/NG2 1/2 03150 3.15A
NE1/N62  1/2 04000 4A
MNE1/NG2 1/2 05000 aA
NE1/N62  1/2 06000 GA
ME1/NG2 1/2 08000 8A
MNG1/NE2 12 10000 10A
MNE1/NE2 1/2 12000 12A
ME1/NG2 12 15000 15A

Voltage e :1(125V) m: 2{250V)

Voltage
Rating
125/250V
1257250V
1257250V
1257250V
1257250V
1257250V
1257250V
125/250V
1257250V
125/250V
1257250V
1257250V
1257250V
1257250V
125/250V
1257250V
1257250V
1257250V
1257250V
125/250V
1257250V
125/250V
125/250V
1257250V
125/250V
1257250V
1257250V
1257250V
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Quick-Acting Miniature Fuse

Mechanical Dimension
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Physical Specification
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Approved File No. / Interrupting Rating

Approved File No.
UL E126056

I.R. Ability (Amp. Range)
10,0004 at 125V AC (All)

35A at 250V AC (1A and Less)
100A at 250V AC (3.5A and Less)
200A at 250V AC (10A and Less)
100A at 125/250V AC (All)
100A at 250V AC (All)

Glass Body

Mickel Plated Brass Caps

@ (0.8 Tin Plated Lead Wira

On Fuse : Approval Logos, Orisel Logo “s"
Rated Current / Voltage, efc.

Time-Current Characteristic Curve
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